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 FEEDING IN THE 
LATEST  

 ELSCINT BOWL 
FEEDER FOR VARIOUS 
TYPES OF CAPS 

Ahead 
                      Vibratory bowl feeder for feeding Plastic Tripod 

 
Elscint recently completed a project where in the requirement was for feeding a plastic 
tripod having 3 legs and a pointed side on the top. The orientation required was the three 
legs at the bottom with the pointed side up, hanging on a rail. The parts had a tendency of 
getting entangled as the legs were slightly flexible. Additionally the weight of the part was 
towards the top pointed side. Due to this getting the part in the required direction was a 
challenge and especially due to the fact that as mentioned above, the legs would get 
entangled. Hence, Elscint suggested Model 400 with a cast aluminium step design bowl 
having diameter of around 700 mm. A large size bowl ensured that the parts would spread 
out and hence the entanglement of the parts was also reduced to some extent. Additionally, 
the bowl was coated with Elscinthane PU coating for good performance and long life. The 
tooling was made in stainless steel. Ahead of the bowl feeder, a linear track of 800 mm 
length was provided. The whole system was mounted on a cubical stand with height 
adjustment of (+/-) 100 mm with a central screw. As the screw had a full keyway, the outlet 
position of the feeder did not change even while increasing / reducing the height. The stand 
was mounted on four PU levelling screws with provision for grouting. You can watch the 
video of the vibratory bowl feeder. 
 
 

 

Both the news story of this edition of Elscint Ahead Newsletter are about recently 
completed projects. As usual, you can write to us with your feedback and also download 
the back copies of the Elscint Ahead Newsletter and the pdf version of this newsletter. 
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VIBRATORY BOWL 
FEEDER FOR FEEDING 
PLASTIC TRIPOD 
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Elscint manufactures Bowl Feeder for various types of Caps 

Elscint recently supplied a vibratory bowl 
feeder for feeding of various sizes of caps, 
right from diameter 30 mm to diameter 60 mm 
with heights ranging from 25 mm to 40 mm.  

Orientation – The requirement was to get 
them with open side down, one behind the 
other. Elscint used its model 400 with a cast 
aluminium bowl. The tooling was made in 
stainless steel while the bowl was coating 
with Elscinthane PU coating. An adjustable 
“wiper” was provided for ensuring that only 
flat caps come forward. Scallops were 
provided for each cap to ensure that 
orientation was 100% correct. The caps came 
in open side facing sky orientation at the end 
of the bowl.  

Gravity Chute- Thereafter a gravity chute 
was provided to ensure that they were made 
into “open side facing ground”. This was 
made in a wire chute, again with adjustable 
tooling. A separate base plate was provided 
for mounting the bowl and the gravity chute.  

Auto-Switch off - An infrared sensor was 
mounted on the chute to stop the bowl feeder 
once the chute was full.  

Speed / Feed Rate - Speed required was 
between 80 to 120 caps per minute depending 
upon the size of the cap. Elscint could achieve 
speed ranging from 100 to 150 caps per 
minute.  

 

Delivery - The customer required two bowl 
feeders and both were completed in record 
time to the satisfaction of the customer.  

 
 

                    

 
 

 

 
 


